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Linkeo 19" freLegrand cabling system
patch panels, keystone, surface mounting box, fibre optic drawers, cables and patch cords

n General characteristics
Metallic extendable freestanding cabinets
RAL 7016 textured pol
corrosion and scratchin
Reversible simple or doub
Protection index (weather
Protection index against
Perforations in 19" uprights: 9.5
Permissible load: 400

n Compliance with
Linkeo cabinets comp

Linkeo cabinets can b
following standards:

IEC 60529
EN 60529

(NF C 20-010) Degrees of
(IP code

IEC 62262
EN 62262

(NF EN
enclosu
external

IEC 60950-1
EN 60950-1
C 77-210-1

Safety of

EIA-310-E Cabinet
(ANSI/EIA/310-E-2005)

IEC 60297-3-100
DIN 41414-7

(NF C 20-150, NF C 20-151) Dimensions of
482.6 mm

EN 50173-1 Informa

EN 50174-1 & 2
C 90-480-1 & 2

Informa

ISO IEC 11801 Informa

NF C 15-100
Part 4-41

Low voltage

IEC 60364-4-41
Low voltage
- Protection
- Protect

6 327 91 6 327 05

Pack Cat.Nos Patch panels to be equipped
1 6 327 90 Modular empty panel for 24 unshielded keystone

jacks cat. 6 and cat. 5e
1 6 327 91 Modular empty panel for 24 unshielded keystone

jacks cat. 6 and cat. 5e supply with rear plastic
cable support

1 6 327 92 Modular empty panel for 24 shielded or unshielded
keystone jacks supplied with rear metal cable
support. Fitted with 6 rotating color wheels (blue,
green, red, yellow, purple and white)

Keystone
Keystone 110 connect thanks to integrated crimping
Take AWG 22 single-core cables up to AWG 26 and
AWG 26 multicore cables
Contacts marked with dual colour code and wiring
schemes T 568 A and T 568 B
Conforms to standards ISO/IEC 11801 Ed. 3.0, EN
50173-1 and TIA/EIA 568

RJ 45 sockets cat. 6
25 6 327 06 FTP 110 - 8 contacts 90°
30 6 327 05 UTP 110 - 8 contacts 90°

RJ 45 sockets cat. 5e
25 6 327 04 FTP 110 - 8 contacts 90°
30 6 327 03 UTP 110 - 8 contacts 90°

Keystone faceplates
RJ 45 Linkeo faceplates

25 6 327 94 1 port
30 6 327 95 2 ports

Angled RJ 45 Linkeo faceplates
25 6 327 96 1 port
30 6 327 97 2 ports

Surface mounting box
1 6 327 79 1 or 2 ports

For keystone connectors
Provides solution for integration of keystone in
surface mounting installations

Patch panel telephone 50 ports 110 connect
High density: supports 50 ports using 1 U of rack
space
Compatible wih 22-26 AWG

1 0 335 79 19” panel - 1 U

Pack Cat.Nos Cables

Cables with 4 pairs
PVC

U/UTP cat. 5e
3051 6 327 15 Length 305 m

F/UTP cat. 5e
3051 6 327 17 Length 305 m

U/UTP cat. 6
3051 6 327 24 Length 305 m

F/UTP cat. 6
3051 6 327 26 Length 305 m

Patch cords
RJ 45 - RJ 45
PVC

U/UTP cat. 6 unscreened impedance 100 Ω
Light blue

20 6 327 50 Length 1 m
20 6 327 51 Length 1,5 m
20 6 327 52 Length 2 m
20 6 327 53 Length 3 m
20 6 327 54 Length 5 m

U/UTP cat. 5e unscreened impedance 100 Ω
Light pink

20 6 327 30 Length 1 m
20 6 327 31 Length 1,5 m
20 6 327 32 Length 2 m
20 6 327 33 Length 3 m
20 6 327 34 Length 5 m

F/UTP cat. 6 screened impedance 100 Ω
Light blue

20 6 327 60 Length 1 m
20 6 327 61 Length 2 m
20 6 327 62 Length 3 m
20 6 327 63 Length 5 m

F/UTP cat. 5e screened impedance 100 Ω
Light brown

20 6 327 40 Length 1 m
20 6 327 41 Length 2 m
20 6 327 42 Length 3 m
20 6 327 43 Length 5 m

1: in meter(s)

6 327 79 0 335 79

6 327 506 327 94 6 327 95 6 327 97

ex218001_778-793.indd 786 09/03/2018 09:07


